


ATTACHING SCREWS AND THE LARGER OF THE TWO S
STYLEv RAIL UTILIZES A LOCK SCREW TO PREVENT IT
ITINTO THE GROOVE FOUND ON MOST hWEAVER STYL
THESE SCREWS UNDER RECOIL THE USE OF A NON P
MENDED

3.) ACTIVATING THE LASER

AWVARNIIbo NOT LOOK DIRECTLY INTO THE LASER BEAM OUTPUT APERTURE DURII
PERMANENT EYE DAMAGE MAY RESULT.

3A.) Installing The Batteries

90UR NEW LASER IS POWERED BY TWO LONG LIFE
SMALL PLASTIC BAG WITH THE WRENCHES AND MOME
PUSH DOWN ON THE FRONT OF THE BATTERY CAP AN
INSERT THE BATTERIES INTO THE BATTERY HOLDER \
BATTERY CAP BACK INTO PLACE

3B.) Main On-Off Switch

71TH THIS SWITCH YOU MAY TURN THE LASER ON OR
3C.) Momentary Pressure Switch

4HIS SWITCH ALLOWS YOU TO TURN THE UNIT ON OR
PANEL AT THE REAR OF THE DEVICE MUST IRST BE O]
ON ITS TOP AND ROTATING IT DOWN OUSH THE PIN C
IRMLY INTO THE PORT 4HE PRESSURE PAD HAS AN A
CONVENIENT LOCATION ON YOUR GUN

3D.) Emission Indicator

90UR LASER IS EQUIPPED WITH AN EMISSION INDICA"
INDICATOR GLOWS RED WHEN THE LASER IS FUNCTIO

4.) ALIGNING THE LASER WITH THE PATH OF THE BULLET

AWARNI po NOT LOOK DIRECTLY INTO THE LASER BEAM OUTPUT APERTURE DUF
OPERATION. PERMANENT EYE DAMAGE MAY RESULT.

AVARNI| EXERCISE SAFE GUN HANDLING. SHOOT ONLY AT AN APPROVED GUN R/
SUITABLE LOCATION. USE EYE AND EAR PROTECTION AS NECESSARY.
4A) ICTIVATE THE LASER BY EITHER THE PRESSURE S\
4B.) #AREFULLY IRE THREE SHOTS
4C) IBSERVE THE BULLET S STRIKE ON THE TARGET 4
SCREW PORTS AT THE FRONT OF THE DEVICE 4HE OV
AND DOWN %LEVATION AND THE ONE MARKED h7v W
7INDAGE

MWAVARNI| BE CERTAIN THAT YOUR GUN IS UNLOADED AND POINTING IN A SAFE DIF
$ 7ITH THE SMALLER OF THE TWO INCLUDED HEX W
7THEN ADJUSTING WINDAGE ROTATING THE SCREW Cl
WILL MOVE THE DOT TO THE RIGHT AND YOUR POINT
ROTATING THE SCREW CLOCKWISE AS VIEWED FROM
YOUR POINT OF IMPACT UP .OTE THAT THE ADJUSTM
DEGREES WILL PROVIDE APPROXIMATELY INCHES
CAREFULLY IRE THREE MORE SHOTS AND NOTE THEIR
MENTS AS NECESSARY

5.) REPLACING THE BATTERIES

4HE BATTERIES INCLUDED WITH YOUR LASER TARGET
SHOULD THE DOT GROW DIM THE BATTERIES MAY NE
CAP AS DETAILED IN SECTION ! .EXT TURN THE DE
FALL OUT 3HOULD THE BATTERIES FAIL TO FALL FRE
WITH A PEN POINT TOOTHPICK OR SIMILAR PROBE

For further safety information regarding lasers, refer to ANSI-Z136.1
STANDARD FOR THE SAFE USE OF LASERS, available from the Laser Institute «
(407) 380-1553 or from GAMO OUTDOMRCUSA
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